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EXECUTIVE SUMMARY

This :')cument examines some basic relationships between atmospheric dif-
fusion, turulence, and stability. It lists the measurements required for an
adequate de .cription of the atmosphere for diffusion applications and the
types of eq:ipment needed for obtaining these measurements.

A substance released into the atmosphere is dispersed by atmospheric
motions. Turbulent motions determine the rate of spread of the material.
Mean motions transport the material downwind. Disnersion involves scales of
motion ranging from the wavelengths of light (measured in micrometers) to
synoptic-scale motions (measured in many kilometers).

Creation of turbulence begins when the incoming flux of solar radiation
is absorbed by the earth's surface and part of it is reradiated as heat. This
causes thermal discontinuities near the ground. These discontinuities and
friction from the interaction of surface roughness elements and viscous forces
in the atmosphere produce heat and momentum gradients. These gradients cause
nonequilibrium conditions where energy is transnorted and dissipated thruugh
turbulent motions. Once created, turbulent cddies gradually break down into

smaller eddies until they are so small that viscous dissipation into heat -
occurs. This process of turbulence creaticn and destruction continues until =
the driving energy is removed from the system. D

Adequate description of a passive substance diffusing into a turbulent
atmosphere requires a wide variety of meteorological measurements and algo-
rithms. The Navier-Stokes equations used to describe the turbulent atmosphere
are not amenable to direct solutions. Certain simplifying assumptions allow
limited solutions that can yield diffusion equations used to model the turbu-
lent atmosphere. The sophistication and accuracy of the models vary with the
amount of detailed turbulence measurements or culculations available and the
degree of realism of the algorithms used.

Several forms of information can be used in turbulence models. The most
direct forn is turbulence measurements. However, these may not be available
because of time, cost, or logistic problems. Also, most models lack the
sophistication required to handle detailed turbulence data. Turbulence can
also be described as a function of stability, the best estimates of which are .4
ratins of heat and momentum fluxes dJerived from the principal components of
the turbulent enerqy equaticon. Profile measurements of wind and temperature
provide mean wind and temperature model input data and are used for calcula- )
tion of gradients. If fluxes of heat and momentum are assumed to remain es- 5
sentially constant within the surface boundary layer, flux/gradient relation- ’
ships provide a direct means of calculating stability from profile measure-
ments. The Obukhov Length is an excellent stability parameter for use in R
turbulence models. It is derived from the turbulent kinetic energy equation -
with a minimum of qualifyiny assumptions and can be reliably obtained from =
high quality wind and temperature profile measurements.

An adequate description of atmospheric turbulence will require a variety
of meteorological instruments. Sets of pyranometers and pyrgeometers are
needed for measurement of fluxes of long and shortwave radiation through a
surface. Scintillometer measurements of refractive index structure near the
ground will supply information on eddy activity in the viscous dissipation
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ranje. Micrometeorological anemometer cups and vares and orecision thermo-
meters, at logarithmically-spaced height intervals from 2 to 16 meters, are
the most reasonable source of profiles of mean wind and te7perature. Instru-
ments capabl: of measuring high-frequency fluctuations could provide data for
turbulence spectrum analysis. Correct combinations of these instruments could
provide data on the fluxes of heat, momentum, and moisture. Acoustic sounders
can provide in-depth measurements of wind, estimates of bulk turbulence, and
information >n the depth of convection or mixing layers. Scintillometers can
provice the )jossibility of calculating path-averaged wind and divergence. An
expanded, improved mesonet grid and thorough modernization of the weather sta-
tion would provide the meso- and synoptic-scale information needed tc describe
the setting in which turbulence events occur.

The information will be most useful if the instruments are deployed and
the data collected, analyzed, and entered into the model by people with a firm
understanding of the assumptions used and knowledge of the limitations of the
site and conditions of data collection. When the datz are collected at sites
approximately homogeneous in space and with meteorological conditions station-
ary in time, turbulence can be described as a function of stability. Signif-
icant departures from these conditions vastly complicate data interpretation.
Stability parameters can be used as test go/no-go criteria, for test data
gyuality con.rol, and for modeling. If data from the instruments discussed
above were ivailable, in-depth posttest analysis would be possible.
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1. INTRODUCTION:

Diffusion meteorologists agree that behavior of a plume released into the
atmosphere is controlled by metecrological influences. Unless the release is
accompanied by the emission of a tremenduus amount of heat, initial source
characteristics are quickly overwhelmed and plume behavior Lecomes a function
of the motions in the atmosphere into which the plume is released. The mean
wind field transports the released material deownrange and turbulent motions
cause horizontal and vertical spreading of the material. Transport is a func-
tion of mean wind fields that are readily measured. Diffusion is a function
of turbulent eddies that are much more subtle and difficult to quantify.

A basic equation describing concentraticn (x, mg/m>) of an inert, non-
depositing material, diffusing at distance x {meters) downwind from a continu-
ous ground level gaseous point source, over a surface homogeneous in space,
into an atmosphere stationary in time 1is

X = /(" & au), (1.1)

where Q is the source strength in mg/sec, oy and o, are the crosswind and
vertical plume standard deviaticns and u is the transport wind speed. The
Oygzu in Equation 1.1 is proportioral tc the volume occupied by the dif-
fusing material, assuming normal or Gaussian distribution. Derivation of this
result is performed in Section 4 of this document. The doublie overbar on
transport wind speed indicates that it is a mean wind speed averaged over
travel time and depth of the cloud. Equation 1.1 quickly becomes complicated
as different source configurations or chemical reactions occur, or as atmo-
spheric characteristics change.

Pasquill (1976) discusses oy, the horizontal component of cloud growth,
as a function of downwind travei distance and measured standard deviation of
the horizontal wind angle (ay), as expressed by equation 1.2.

oy = o x f(x) (1.2)

Equation 1.2 applies tc a staticnary wind field free of horizontal and
vertical wind shears. These conditions can be approximated within the first
several tens of meters above ground level and over travel times of several
tens of minutes. The function f{x) assumes a value of unity near the source
and decreases as a function of travel distance and meteorological variables.

The op in Equation 1.2 is the horizontal wind angle standard deviation,
a bulk turbulence parameter nbtained from turbulence measurements. It should
represent the integral of horizontal turbulent fluctuations over the entire
spectrum of eddy sizes for a givern time. In practice, the measurement is
limited on the low frequency {large eddy) side by sampiing duration and is
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limited on the high frequency (small eddy) side by instrusent response charac-
teristics an! data sampling rate. Other factors affecting the magnitude of

o, are adequicy of instrument response characteristics and instrument
exposure,

Algorithas comparable to Equation 1.2 are available for describing o,
the vertical measure of cloud growth, as a function of x. The most useful of
these algorithms include the description of o, as a function of the vertical
component of turbulence, represented as the vertical wind angle standard devi-
ation, 6.

The scales of motion that consist of eddies somewhat smaller than the
diffusing cloud contribute most significantly to diffusion through the op
and g terms. Scales of motion larger than the cloud tend to move the cloud
as a whole. Turbulent eddy activity near the earth's surface is the sum of a
dynamic or mechanical component generated by wind blowing over roughness ele-
ments (e.g., trees) and a convective component caused by buoyancy. The neu-
tral or adiabatic atmosphere contains only the mechanical turbulence component
where eddy activity depends on the interaction of wind with surface roughness.
Diabatic atmospheres also include buoyant Tow-frequency eddies, in the un-
stable case, and an assortment of high-frequency eddies superimposed on inter-
mittent low-frequency waves in the stable case. Algorithms pertaining to the
neutral through unstable diabatic atmosphere near the surface will be primar-
ily addressed because these are the conditions under which most current test-
ing is done at US Army Dugway Proving Ground (DPG), Utah.

Just as diffusion calculations require specification of the turbulence
field, turbulence can either be measured or estimated from a similarity
theory. Surface layer similarity theory is a collection of dimensional and
physical arguments that permit description of turbulence as functions of a
stability parameter. Stability parameters are combinations of pertinent
variahles used to describe the degree of departure from the adiabatic condi-
tion. The usefulness of stability parameters is a function of the accuracy
with which they can be calculated and how well they represent actual
conditions.

This document describes some elementary relationships between atmospheric
diffusion, turbulence, and stability parameters derived from similarity argu-
ments. The purpose is to examine these relationships, determine the measure-
ments required for an adequate description of the atmosphere for diffusion
applications, and suggest the types of equipment that can be used to obtain
these measurements.

2. A DEFINITION OF TURBULENCE:

The coordinate system shown in Figure 2,1 is used in the following discus-
sion: The x axis is positive to the right, the y axis is positive towards the
top of the page, and the z direction is a perpendicular directed out of the
page. Components of the wind (u, v, and w) are defined along the x, y, and z
axes, respectively. The mean wind flow is assumed to be to the right along
the x axis. Vector quantities are indicated with an arrow overbar (=),
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The stress tensor or shear stress (1) is defined as a force per unit area
applied in normal or tangential components to a surface. Figure 2.1 shows a
voiume with stress tensors applied to an xy plane (constant z surface). For a
viscous fluid, there are nine stress components, three on each plane. Tensors
Tgzy and tyx operate in the xy olane, while 7, is normal (90°) to the xy
plane. The first stress tensor subscript indicates the face on which the
stress acts and the second subscript indicates the direction of stress action.
With inviscid or frictionless fluids, the tangential stress components are
zero. Then the normal stress tensor, acting in tension, is opposed by pres-
sure forces only. By convention, tension is designated as positive and pres-
sure (P,;) as negative. For a Newtonian viscous fluid, which the atmosphere
approximates, momentum transfer caused by an applied tangential stress is
proportional to the rate of strain (or momentum gradient). For a Newtonian
viscous fluid moving horizontally above a stationary boundary, the stress

(tzxo0» Tzyq) is proportional to the rate of strain (3u/3z or 3v/3z) eas
expressed in Equation 2.1.

Tzz 7 P2z
Z f T zy
) » Tzx
Y -y
X 2
Figure 2.1. Coordinate System. )|
Tzxo = W 3u/37, Tzyg = b 3V/3z (2.1) R
R
where u is a constant of proporticnality known as the coefficient of viscos- 1
ity. The subscript o on t,4, and Tzyo denotes the fact that these tangen- .
tial viscous terms arise because of the mctions of a viscous fluid above a

stationary surface. In the atmosphere, viscous terms are small except near a
surtace where the velocity gradient is large or at the high frequency end of ]
the turbulence spectrum. The x component of viscous force per unit mass on a -
volume of air is then represented as ipn tquation 2.2. ~
Fx = (1/p) gxg/z = (u/o) 32u/322. (2.2) b
)
1
_1
‘1
1
3 _




The stress terms described above are used in Navier-Stokes equations which
express Newton's Second Law for motion in a Newtonian viscous fluid. For the
u component of an incompressible viscous fluid, the instantaneous equation of
motion is

du/dt = (-1/p)aP/ax + fc + (u/p)[3%u/ax® + 3%ufay® + 2%u/az%]. (2.3)

Equation 2.3 jresents acceleration of the u component of the wind as the
resultant of pressure gradient force, Coriolis force, and viscous forces. All
forces in Equation 2.3 are per unit mass. The full vector form of the equa-
tion of motion is used in Section 5 for deriving the turbulent kinetic energy
equation. Normally, the rate of change in vertical wind speed gradients
greatly exceeds horizontal accelerations, that is

aZufa? > 2ufax?, Pufay? (2.4)

and these smaller terms in Equation 2.3 can be negiected. Similar equations
can be written for the v and w wind components.

In addition to the equation of motion, a statement of continuity is
required to describe the action of turbulence. The equation of continuity is
most easily visualized by examination of flow tnrough a unit volume (Figure
2.2).

Z
puryaz b o ¥4 [ou + (3{pu)/ax) Ax] ayaz
Ay
AX
Y
X
Figur. ©~  Flow Through a Unit Yolume.

In Figure 2.7 :onsider mass inflow (pu) multiplied by unit area AyAz and mass
outflow as o + {*(cu)/3x)ax where (3(pu)/3x)Ax expresses changes that take
place while e tluid passes through the volume. Then, the net rate of mass
inflow per un t volume equals the local rate of change of density, as given in
the three-dimensional mass divergence equation (continuity equation),

-ap/3t = 2(pul}/3x + 5(pv)/3y + 3(pw)/oz = VooV, (2.5)
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Fquation 2.13, neglecting the total derivative and viscous terms, then becomes

(1/3) /3 - fc = (1/9)[ 3 Kpndu/ ax)/ 3 +

o (4.9)
3(.d<m BU/ay)/ay + f d<m3U/ 32)/82]

and solutions are possible with the assumption that K5 is some known func-

tion along each axis. Similar expressions for hesat can be written with the
K-theory relitionship

w'e' = Kn 6/ az, (4.10)
where 3 represents potential temperature.

In the early years of diffusion work, the magnitiude of K for each appiica-
tion was generally unknown. Because of this, the "Reynoids Analogy" was fre-
quently employed. This analogy assumed equiva'ence of the diffusivities for
monentun, heat, and suspended material, i.e

Km = Kp = ¥ material (4.11)

Several problems with this anaioagy are:

a. ‘lomentum transfer occurs as the result cf nressure forces which do not
o;yorate aquivalently on fields of heat or suspended material.

. A material released into the air at a temperature different than the
21r temieratura will undergo displacements relative tn ambient eddy motions.

c. Any dirfusing material motions ceused by heating, evaporation, radia-
tion absorptinn, or differential motions caus=d hy inertial or aerodynamic ef-
“ects {(settlirg of droplets, sailing of spores, etc.) will affect diffusivity.

d. Diffusivity gradients may aiso be caused by terrain or roughness ele-
ments which cause shears, vortex shedding, or wake fiuws.

[t is, therelore, generally accepted that

Ko *¥p # ¥ naterial (4.12)
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K is called a coefticient of eddy ditfusivity. The concept of K arises
from an assumption that the mixing of eddies in the atmosphere is analogous to
molecular mixing. Mixing on the molecular scale occurs s molecules travel
over a characteristic molecular length scale defined as ¢ mean path distance
(%) before colliding with other molecules. Bradshaw (1971) points out several
problems with the analogy:

a. Turbulent eddies are continuous and contiguous, whereas gas molecules
are discrete and collide only at intervals.

b. Although molecular free raths are small compared to the dimension of
the flow, turbulent eddies are no..

In spite of these deficiencies, the mixing length analogy and the resultant

ed'y diffusivity or K-theory relationships remain popular because they provide
the simplest solutions to diffusion problems. Alternative numerical methods 2 b
are beyond the means and requirements of most operational diffusion proygrams. *

Jnfortunately, all the complexities of turbulent interactions influence
the magnitiude of K. Adequate specification of K is difficuit because it is a
conplex function of height above the surface and stability. It also varies
with the cnaracteristics of the diffusing substance to be treated. The most
familiar forms of K are those for mcmentum and heat. This is because wind and S
temperature are the most frequently measured atmospheric variables. The
turbulent transfer coefficient for momentum (Kp) is defined as the product
of a characteristic eddy velocity and a characteristic eddy length scale, e.q.

Km = (W'W' )2 (4.7) ’ .

Similar turbulent transfer coefficients or eddy diffusivities can readily be

defined for sensible heat (Ky), moisture (Ky), or fractional atmospheric g
components (K material). »

An example of K-theory utility is the “first order closure" or eddy
diffusivity (K) closure solutions to the Navier-Stokes equations (Equation

2.13), where eddy stress is expressed directly in terms of grad&ents obtained , E
from the mean motion field. Neglecting the viscous terms (u/pd°u/3°) and S

assuming that the total change with respect to time (du/dt) is zero, Equation »
2,13 is reduced to a balance between the pressure gradient forces, the T
Coriolis term, and Reynolds stiresses. K-theory relates Reynolds stresses to o
mean gradients using an analogy to viscous stresses in a Newtonian fluid, ?
Equation 4.8, for example, relates u'w' to the vertical gradient of wind. Lo
"
- ———— - »
u'v' = (w'w')22 u/ % = Ky /32 (4.8) .
»
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The existence of sources or sinks which cause variability in Q has been
difficult to cuantify. Variations in Q may be due to deposition, physical, or )
chemical changes., A diffusion model must account for these changes to satisfy 1
continuity, and a number of schemes are available to do this. For some trials
a "budget" is obtained by passing a diffusing cloud through a vertical sampl-
ing array, which collects a series of point <samples to be used to back calcu-
late Q. Such sampling procedures tend to be elaborate and involve consider-
able expense. Also, cloud growth irates censtrain this procedure to use near
the source. /nother approach is to take advantage of modern tracer technol-
ogy. Modern tracers are inert, nontoxic gases that have low background con-
centrations and are readily measured to low concentrations. When released in
a known ratio with other substances, these tracers can be used to evaluate the
presence of sources or sinks for the substance being tested. Remote sensing
techniques such as lidar scanning may also heip resolive source strength mea-
surement problems.

N |

Assuming nondivergence of the meen component, as in Equation 4.3, the
total derivative of X with the nonzero mean components from Fquation 4.2
becones

-d¥dt = -[ 3yt + u 3 X + Vv Iy + w Iy 3z]
(4.4)
= UYMW X+ (VX)W y + WX ) &

At this point, K-theory or gradient transfer theory is used to obtain an
operational solution for some moda2ls. The alternatives are cumbersome
numerical techniques that require axtensive computer time and have not
dermonstrated practical utility in sclving diffusion problens., With K-theory,
it is assumed that the Tlux of a :ubstance across a fixed surface can be
expressed in terms of the mean gradients of that substance normal to the
surface, with a diffusivity term acting as a constart of proportionality. For
example, the first term on the right in Equation 4.4, (u'X') can be expressed
by

U - Ky T, (4.5)

Where K, is the diffusivity coefficient along the x-axis.

Analogous expressions are readily found for the other components. Replacing
the eddy flux terms with gradient transfer forms, the right side of Equation
4.4 bhecomes

d)/dt = 3Ky 3%/ x)/ & + 3(ky Ix )/ ay + Ky 3% )/ % (4.6)
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accumulated dose, etc. The remainder of this section will discuss only x in
its relation to diffusion equations, because sampling techniques are beyond
the scope of this document.

Consider a fractional component or "pollutant" emanating from a point or
line source in the atmosphere. At the source, the concentration approaches
infinity (xo + =) and at infinite distance from the source, the concentra-
tion approaches zero (xo » 0). At intermediate distances, the gradients
ax/ax, 3x/3y, and 3x/9z are finite in the x, y, and z directions. Within
these limits, a statement of continuity for an incompressible fluid analogous
to Equation 2.5 pertains,

=ax/at = 3lux)/ax + 3(vy)/ay + 3lwx)/az = v-xV = 7-vx + xv-V. (4.2)

The x in Equation 4.2 is composed of a mean (X) component representative of
the average concentration in the volume of interest, and a deviation (x') due
to eddies carrying different concentrations as they move through a measured
volume. The product of the fluctuating (u', v', w') component with x' repre-
sents a fiux through the volume. As before, average values of fluctuating
components are zero, but correlated products of fluctuating components are
nonzero.

At this point the first set in a series of assumptions are made:

a. The assumption of nondivergence is appiied to the mean concentration
component,

x(3u/ax + av/ay + aw/az) = {v-V\ = 0. (4.3)

b. Density is assumed to b2 constant. Variations in y are then essen-
tially caused by varying amounts of the fractional component, not by changes
in air density.

¢c. It is assumed that there are no additional sources or sinks for the
fractional component, i.e., Q remains constant.

Measurements should be made in every diffusion test to check the degree of
conformity of actual conditions with these assumptions. Divergence computa-
tions from path-averaged wind measurements could verify the first assumption.
If possible, the divergence computation should be made on length and time
scales similar to the scale of the diffusion test. Although the magnitude of
divergence does not directly enter the diffusion equations used to model trial
results, the presence of significant divergence could explain some of the
deviations of the actual measurements from expected results.

Density is easily monitored as a function of temperature and pressure..
Density variations at a specific site during a test series are usually incon-
sequential. However, density differences must be considered when test results
from different sites or under significantly different meteorological condi-
tions are compared.
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upfuy = (zp/2; )M (3.14)

where m is some fractional exponent. Exponent m assumes a value near 0.14 for
the neutral case, but varies with stability, site roughness, and height of
measurement above the surface. Exponent m is difficult to specify accurately
because its magnitude is influenced by many different factors. This is
unfortunate because small variations in m cause large changes in w/u;. In
spite of these limitations, power law formulations are popular because they
provide the simplest solutions to diffusicn equation wind profiles. An
accurate specification of m for diffusion tests requires continuous, repre-
sentative readings of wind profiles througn the depth of a diffusing cloud.

. Remote wind sounding techniques are w211 suited to provide these data within
the lower troposphere.

4. K-THEORY AND GAUSSIAN DIFFUSION:

With a basic definition of turbulence and two approaches to SBL wind pro- :
files at hand, it is now appropriate to examine some basic diffusion relation- )
ships. This is not a critical examination of diffusion modeis, for which many :
references exist. This is a discussion of some of the assumptions used, but B
frequently not noted, in the process of developing models or designing diffu- 1
sion test programs. Suggestions are also made concerning mcasurements neces-
sary to verify assumptions and conduct satisfactory diffusion tests.

The quantity of airborne material is frequently described or measured as B
a fractional component of the air in units of parts per million or similar
units easily converted to a mixing ratio (R). For example, the National .
Institute of Occupational Safety and Health/Occupational Safety and Health Act -
(NIOSH/OSHA) Pocket Guide to Chemical Hazards (Mackison and Stricoff, 1980) "]
describes permissible exposure limits for pollutants in this form. However, -
diffusion equations require introduction of fractional components in terms of
a concentration (x) with units of (milli)grams per cubic meter, or related
units. The conversion from R to y is achieved by multiplying the number of 1
(milli)grams of fractional component per gram of air by air density [in :
(milli)grams per cubic meter],

X = Rp. (4.1)

R is usually measured by instruments which must sample over finite time
intervals. When sampling duration must be considered, the units of measure
become a time-averaged concentration or a dosage (dd) with units of (milli)-
grameminutes per cubic meter. Also, a measure of the total accumulation of a
fractional component over a period of time per unit area is often desirable. -
The lungs, for example, act as collecting devices, accumulating inhaled compo- ‘
nents over time. Many deposition or impaction type samplers operate in this
fasnion, but with varying efficiencies, yielding a measure of total accumu-
lated dose (D) with units of (milli)grams. Total dose samplers are usually
fairly simple collection devices, but their efficiencies are complicated by
factors such as wind speed, angle of exposure to the wind, particle size, Tl
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The diabati: influence function accounts for nonlinearities in the logarithmic
wind profile, caused by thermal stratification. For neutral conditions ¢p =
1.0 and v = 0.0, Table 3.1 gives sample values of ¢ and ¥ as functions of
the stability parameter z/L (defined in Section 6).

Table 3.1. Dimensionless Shear
(¢p) and the Diabatic Influ-
ence Function (y) as Functions
of the Stability Parameter z/L
for the Unstable Case.

z/L ¢m ¥
0.0 1.000 0.000
-0.1 0.795 0.271
-0.2 0.707 0.442
-0.5 0.586 0.765
-1.0 0.500 1.084
-5.0 0.339 2.023

The boundaries of the SBL, where stress remains nearly constant and the
logarithmic law applies, can be defined. The lower boundary is z,, the top
of the viscous sublayer where viscous shear becomes dominant at the expense of
turbulent shear stress. Garratt (1980) finds that viscous effects distort the
wind profile for heights in the range 1<z/z5<100 and suggests a method to
compensate for this effect. The upper boundary is the top of the SBL. The
top of the SBL is somewhat arbitrarily defined as the height at which t
departs from Tty by more than 20 percent. For a representative u, of 50 cm
sec™! and density held constant at 0.0012g cm™3, 1, has a value of
3.0 g em~! sec?, Using Equation 2.13 and ignoring the viscous term, non-
accelerating components are in baiance when (-1/p)3P/3x and f; are equal and
of opposite sign. Then, accelerations (du/dt) are due to spatial changes in
Reynolds stress terms. If changes in the horizontal stress components are
neglected (as assumed earlier), accelerations are balanced by changes in stress
with height. A typical wind speed change of 1.0 m sec~! in 10 minutes
produces a du/dt of 0.167 cm sec. At this rate, stress remains within 20
percent of ty for 30 meters. It can be generally assumed that constant stress
and the logarithmic wind profile are useful at DPG in the layer ranging from a
few centimeters to a few tens of meters above the ground.In some cases the
Togarithmic wind profile may be representative up to 100 meters above ground
level, well beyond the top of the SBL. The logarithmic wind profile and
attendant similarity assumptions can therefore apply in the layer of interest
for the majority of diffusion testing at DPG.

The logarithmic wind profile (Equation 3.12) should be contrasted with the
empirical power law wind profile,
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Because ot the influence of roughness length on the wind profile, test
sites for turnpulence measurements must be carefully chosen., Variations in
: roughness witn wind fetch greatly complicate interpretation of turbulence
!! neasurements. Also, introduction of man-made obstacles should be kept to a
. minimum at turbulence measurement sites, For sites with trees, large bushes,
or similar impediments to flow, a correction factor, displacement height (d),
must be introduced. Displacement height is a function of the height and the
spacing of the flow impediments. Like zo5, d is a characteristic of flow at
a specific site, and may suffer from aerodynamic effects similar to zg in
D strong winds., The Teast complicated test sites for turbulence measurements
= contain no obstacles to cause a requirement for d. At DPG, bushes are widely
- spaced and generally less than half a meter tall. Therefore, d is considered
' inconsequential because of the general absence of large or densely packed
obstacles to the flow. The full form of the logarithmic wind profile equation
for an adiatatic atmosphere is given by Equation 3.10, with u(z) represent-

II ing a mean wind at height z (valid for z>(d+zy)).
U(z) = (ux/k) In((z-d-24)/24] (3.10)
,.- At well chosen test sites, zy and d are small enough to be neglected in the

numerator ot Equation 3.10.

L To this point, the effects of stability on the wind profile have not been
. discussed. For near-neutral conditions, a plot of wind speed versus height is
nearly a straight line on a log-linear plot, as in Figure 3.1. However, the

- wind profiles show significant departures from linearity for diabatic condi-

‘ tions. During unstable conditions, the wind profile is expected to increase
more slowly than in the neutral case and, in stable conditions, the wind pro-
file increaces more rapidly than in the neutral case (Figure 3.1). To account
for departures from linearity, a new variable, d¢,, the dimensionless wind

g shear, is introduced to Equation 3.9 so that
W/ 2 = uxdp/kz, (3.11) 3
_'4
o - and a diabatic influence function (¥) derived as a function of ¢, by Paulson '
IP, (1970) is introduced to the logarithmic wind profile, as shown in Equation ]
o 2,12, ]
b U(z) = (ux/k) Wn({z/20)-¥) (3.12) ]
o N
b Equation 3.13 presents the functional relationship of ¥ to d¢y. 3
. V=2 In((1 + 1/2) AIn((1+ ¢D/2) -2tan~ gt + /2 (3.13) g
* .
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(up-uy Yux = In(zp/2,)/k, (3.8)

where k is an empirical constant known as von Karman's constant. Wind profile
studies showing a linear relationship between u and In z under adiabatic
conditions tend to confirm the validity of Equation 3.8. The derivative of
Equation 3.8 over an infinitesimal height yields the basis of a fundamental
flux-gradient relationship, given in Equation 3.9.

du/dz = u,/kz (3.9)

If z; in Equation 3.8 is chosen sufficiently close to the ground, u, is at
the top of the viscous sublayer and is free of Reynolds stress momentum trans-
fers from above. This sublayer height is determined by the dynamic roughness
of the underlying surface. The dynamic roughness height (zy), according to
Monin and Obukhov (1954), defines the characteristic scale of the underlying
surface's micro nonuniformities. The magnitude of z, is determined by the
properties of the underlying surface alone and should be independent of wind
speed. In practice, z, changes somewhat as a function of wind speed because
as wind speed increases, plants or other roughness eloments may assume more
aerodynamically efficient shapes to reduce drag.

Determination of z, for a given site is done experimentally, with care-
ful measurements near the surface by using fast response instruments, such as
hot wire anemometers. For very flat surfaces, z, can be less than one cen-
timeter. Conversely, z, can approach 1 meter in built-up urban areas. For
near neutral wind profiles, zy may be ohtained at the intersection of the
linear wind profile at u = 0 on a plot of u versus In z (Figure 3.1). Esti-
mates of z, are obtained from the averages of repeated measurements using
this procedure. Rough estimates of Z; can also be obtained from the general
characteristics of the site, as demonstrated by Hogstrom and Hogstrom (1978).
Analysis of wind fields at DPG yield z, values ranging from 2 to 4 cm.
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The SBL, extending from a few centimeters to several tens of meters above the
surface, is of great interest in turbulence and diffusion studies because this

;L is the layer in which most human activities oceur. witgin the SBL the ratio

?:’ t/p is nearly constant. This ratio has units of m®ec™ %, the square root of

/ which yields units of velocity. Consecuently, the square root of t/p is de-

fined as the friction velocity (u,). In the SBL,

-u'w' = t/p = uf. (3.3)

Friction velocity is the characteristic velocity within the SBL. It accounts
for the effects of large scale pressure gradients and surface roughness
effacts on SBL winds (see Tennekes, 1982). Friction velocity is used to form
dimensionless ratios with other SBL winds. The nondimensional SBL winds can
then be conveniently described as a function of height, surface roughness, and
stability.

Monin and Obukhov (1954) used similarity between laboratory flow and flow
within the SBL to obtain a logarithmic form of the wind profile. Within the
SBL, the mean wind speed difference at two heights is related to the ratio of
the heights as expressed in Equation 3.4,

(ugmuy)/u, = F (z2/23) (3.4)

where f represents a function. To find the nature of f, three wind speed and
height combinations were chosen such that z3>z2>z) and usz>uz>uj.

Because
uz-u1r=(uz=-uz + (uz2-uy) (3.5)
and

z3/z1= (z23/z2) *(z2/21), (3.6)

the functional form that satisfies Equations 3.5 and 3.6 is the logarithmic
equality presented in qeneralized form using Equation 3.7.

In( €3/ E2) *In( E2/E)) = In(&3/E)) = TnEz = In&; = ‘ g
(3.7) §
(In€3- 1n€&y) + (In&z - 1In&,y)

!i B
L
P
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@
-
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b -
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b

Therefore, the required functional relationship between the nondimensionalized
wind of Equation 3.4 and the height ratic is,
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. L. F. Richardson is said to have stated it as follows: T
'i Great whorls have little whorls 2]
i That feed on their velocity... . 1
And the little whorls have lesser whorls, o
And so on to viscosity.
-
-
3. THE LOGARITHMIC AND POWER LAW WIND PROFILES: ;—4
v
Two empirical equation forms, the logarithmic and power law profiles, o
describe the change in wind speed with height. The logarithmic profile origi-
nated with laboratory fluid flow measurements and has become part of the sys-

tem of equations used for similarity theory descriptions of the turbulent
atmosphere. Power law profiles came from attempts to fit vertical wind speed
measurements with a simple exponential equation. The simpler power law forms
are more mathematically tractable for use with diffusion equations than are
logarithmic profiles.

To overcome the impasse presented by intractable Navier-Stokes equations,
fluid dynamicists used laboratory experiments for engineering solutions to
fluid dynamics problems. A number of very useful semi-empirical relationships
were developed from these experiments. One is the Reynolds Number (RE), a
dimensionless ratio of accelerations to viscous stress gradients. When RE is
large, flow is considered to be fully turbulent regardless of the scale of the
experiment. With a large RE, the principle of dynamic similitude can be used
to relate laboratory findings to turbulent processes in the atmosphere.
Dynamic similitude considerations led to the application of logarithmic fluid
velocity profiles observed in the laboratory to wind flow in the friction
layer near the ground.

Several unique flow layers have been found in laboratory flow simulations.
In pipe flow, there is a thin layer (the viscous sublayer) close to the wall
where the influence of viscosity i35 great and the viscous shear stress
(u du/3z) is much larger than the Reynolds shear stresses. The viscous
sublayer is often called the laminar sublayer due to absence of Reynolds
stress. Stress at the wall (ty) is given by Equation 3.1, where u is now
defined as a mean wind along the direction of flow.

To = u 9u/3z | (3.1)

Outside the viscous sublayer in pipe flow, stress remains constant at its
wall value (t=14), but Reynolds stresses are predominant and viscous effects
are small. Soviet scientists Monin and Obukhov (1954) noted the similarity of
this pipe flow phenomenon to observed flows in the atmosphere. They defined
the atmospheric constant stress layer, also known as the surface boundary
layer (SBL), as a layer several tens of meters in depth in which

T2T45 = -pu'w' = constant. (3.2)
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When winds are divided into mean (G) and fluctuating (i.') components, the
cssumption is made that the sampling time is sufficiently <hort so variations
in the mean motion are negligible, and sufficiently long su that the average
value of u' approaches zero. In other words, a "spectral cap" is assumed to
exist between the mean and turbulent compcnents of flow. 'n practice, this
condition can be approached over uniform terrain in the atriospheric surface
layer with sampling times of 10 to 60 minutes, assuming that the wind field is
not perturbed by transient mesoscale features. Under the .ssumption that a
spectral gap exists, the flow is statistically stationary, i.e., turbulence
statistics of the flow do not change with time and may be adequately
represented by time averages obtained from equipment mounted at fixed
locations past which the fluid travels.

To illustrate energy transfer from mean to turbulent flow, consider an
average size eddy subjected to finite positive aw/ 3 in a fluctuating wind
field containing eddies larger and smaller than the eddy in question. If eddy
volume remains constant, stretching of the eddv “a the z direction by the
motions of larger eddies will be accompanied by contraction along the horizon-
tal axis. Conservation of angular momentum requires the product of vorticity
and radius to remain constant in the absence of v,scous dissipation. For
example, conservation of angular momentum is the cause of the increase in spin
of an ice skater who brings his/her arms in close to his/her body. Conse-
quently, the response of an eddy to 2w/ 3z stretching is an increase in the
horizontal component of eddy vorticity as ithe horizontal dimensions of the
eddy decrease. Vertical stretching therefore causes an anomaly in the hori-
zontal wind field. As the larger eddies stretch the sample eddy, smaller
eddirs are being stretched by the sample eddy, dilutirg its vorticity. The
length scale of eddies decreases with stretching and mixing at each stage,
establishing a cascade of energy to smaller eddy sizes.

As energy progressively cascades to smaller jlength scales, there is an
increasing tendency for equipartition of eddy energy along each axis. The
condition of local homogeneity is achieved at the scale where the eddy statis-
tical properties depend only on spatial separations and time differences.
Isotropy occurs as the eddy properties become independent of axes orienta-
tion. The eddy size at which isctropy occurs is limited by height above the
ground. The probability that larger eddy sizes will exhibit isotropy in-
creases with height ahove the surfacas., For measurements at a given height,
the largest eddy size for which isotropy occurs represents the beginning of
the inertial subrange, The spectrum of eddy sizes in the inertial subrange is
a function of the rate of turbulent energy dissipation per unit mass (e). At
progressively smaller eddy sizes, the inertial subrange merges into the vis-
cous subrange, where the eddy size spectrum is a function of uw/p and . At
the lower end of the viscous subranae, eddy energy is converted to the kinetic
energy of molecular motion (heat). Thus the nonlinear Reynolds stress terms
of the Navier-Stokes equations extract enerqgy from the mean flow and cascade
it down the spectrum of eddy sizes. The viscous term acts as a sink at the
lower end of the spectrum.

Followinj the above arguments, Bradshaw (1971) defines turbulence as a
three-dimensional time-dependent motion in which vortex stretching causes
velocity fluctuations to spread to all wavelengths between a minimum deter-
mined by viscous forces and a maximum determined by the boundary conditions of
the flow,

-9
. K
K

1

N
y
N <

. ©- - . . . . . . ‘. Lo LRI
- .. . Lo . A C e C ' - . S e R - )
et st PRGN S LRI DRI W SIS o SRR DE, SR, Vo S0 Sl . o, W TS . WL ';.'L_d




A more useful form of Equation 2.10 is obtained by assuming nondivergence for
the fluctuating components,

N'/x + N/ Yy + W/ =o, (2.11)

Multiplying Equation 2.11 by u', and recognizing that

AU'U' )/ X+ AWV )/ + AU'W' )z =1 W/ X+U NSy + ( )
2.12
W/ Z+U AN/ XV XNy +w W'/,

the variance and covariance terms on the left side of Equation 2.12 can be
substituted into the fluctuating part of Equation 2.10. This produces the
mean equation of motion in an atmosphere containing mean and fluctuating
components as shown in Equation 2.13.

du/dt = (-1/p) ®/ & + fc + (W) %/ 2% + (1/p) a(-a'T')/3x +

_— _ (2.13) ]
(1/0) A-ou'v')/ 3y + (1/0) 3(-pu'w')/ 32 o
The mean terms in Equation 2.13 are similar to those in Equation 2.3, with the i )

major difference being the addition of mean fluctuating component products.

The additional terms formed from the variances and covariances of fluctuating
wind componants are known as Reynolds stresses. In the atmosphere, Reynolds o
stresses are larger than the viscous terms of the Navier-Stokes equations e
except very near the surface. The verticai terms containing -pu'w' are of

o
Aa gl s > e

-
T ' '

greatest interest because the rate of change in stress in the x and y direc- ;
tions is usually assumed to be small [i.e., d(u'u')/3x, ou'v')/3d approach " 1
zero]. Shear stress is defined in Equation 2.14 for the i'Ww' covariance -]
term. o

TZX = -m—ilw' = -Fm (2.14)

The U'W' of Fquation 2.14 must be represented by ((Ww')2+ (V'W %)% in the
atmoshere. Equation 2.14 describes the mean transport of u' per unit time
through a horizontal plane, which is a the vertical component of momentum flux
(Fp) due to Reynolds stress. Comparison of Equations 2.1 and 2.14 shows

that a gradient imposed on a flow containing mea- and fluctuating components
will cause a momentum flux to develop. Flux-gradient relationships are devel-
oped further in Section 6.
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{'Zt._".- In Figure 2.3.a, /3 + /¥ is negative, and W/ 3z must be equal and of
o opposite sign if the total velocity vector remgjns nondivergent. This

m condition, where the horizonta: component (V,+V) is negative, is known as

- convergence, Figure 2.3.b denonstrates the opposite effect for divergence

s (Vh*V positive and 9w/ 3z negative). In addition to convergence/divergence,

a fluid cross can display rotation about the origin, or vorticity (Figure

2.4).

1111
/
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o

Figur: 2.4, Vorticity (3v/ X - du/ %).

The divergenc: and vorticity concepts introduced above are used with the
equations of motion to describe the action of turbulence. First, however,
additional stress terms caused by atmospheric eddy moticns must be introduced.
Consider an instantaneous wind field (u) divided into it: wean (u) and fluctu-
ating (u') components such that the time average of individual fluctuating
components is zero (u' = 0), but the products u'u', u'v', etc. can be nonzero.
Then, the x component of mass inflow, or momentum flux, through area fyAz in
Figure 2.2 is

ulouly &) = oultyte = o(T +u') “tytz = oW + Zuu’ +u'Z)yae  (2.9)

The mixed products (such as uu') average to zero, but the average of products
of the fluctuating terms (U'w', etc.) are nonzero so long as there is some
degree of correlation between the fluctuating components. These nonzero
products must be considered in the egquations of mean motion.

To show the contribution of fluctuating variance and covariance terms to
the mean Navier-Stokes equations, divide the total dsrivative du/dt (from

Equation 2.3) into its local (3u/93t) and advective (V+%) components and
expand it into mean (u) and average fluctuating (4') components. The nonzero
products are

du/dt = du/at + 0 du/ax +v U/ +w N/ x (2.10)
+u' W'/ x v W/ +w w'/ez
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Because
-3 - -
-3p/ 3t = Veol = VeVp + pVey, {2.6)
and assuming horizontal changes in density are small (p constant in space and

time) over small distances in the surface boundary layer (SBL), it is reason-
able to assune that the fluid is homogeneous and incompressible. Then,

-

-3p/ 3t = o, V-Vo = 0, pVe¥ = 0. (2.7)

-
0f the equations represented in Equation 2,7, the divergence equation (pV<V =
0) is the one of interest. Ffquation 2.8 is the divergence equation for a non-
divergent velocity vector.

r..-i‘.v-v,,.v,‘

TV = du/x + N/ + MWz =0 (2.8)

£ddy motions in the atmosphere are conveniently described with the aid of
a "fluid cross" which defines the area occupied by a slice through a hypothet-
ical eddy. A two-dimensional representation of the hypothetical eddy under-
going horizontal convergence and divergence is shown in Figures 2.3.a and b.
Arrows in the figures represent velocity components along each axis, depicting
du/ 9 and v/ vy,

g Vywrvvy
-

-

‘
¢
e b Al — —

Figure 2.3.a. Convergence (3u/3 + 9/ 3 negative, horizontal area decreases)

Figure 2.3.b. Divergence (/o + 3/ positive, horizonta) area increases)
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For practical purposes, K is usually specified in diffusion equations for an
inert passive scalar of neutral buoyancy. Other adjustments are then made
within models to account for departures from this condition.

With the foregoing discussion of K in mind, Equation 4.6 can be configured
for application to specific types of diffusion problems. If turbulence is
assumed to be isotropic, i.e., negligible variation in diffusivity with
respect to spatial orientation, then

Fw,ﬁ,-l,,,.ﬁ. -

K = Ky = Kz = K (4.13)

.

When Equation 4,13 is satisfied and K is constant, simple or Fickian diffusion

occurs. For the limiting condition where v equa1s zero and Equation 4.13
holds, Equation 4.6 reduces to the Laplacian (v?) of concentration multiplied

N A s aae a0
f A

by K
: ax/at = K(3%%/0x2 + a%x/ay? + 3%x/32%) = Kv?X. (4.14)
>
. Equation 4.14 applies to instantaneous point source releases such as a puff
formed by the air burst of a smoke munition under calm wind conditions.
-

For the more general condition where V # 0,, the axis of plume travel is
chosen so that it is along the axis of the mean horizontal wind. With the
condition that the mean vector wind is finite only along the x axis, the
vector wind equation is reduced to Equation 4.15

~3 -
V = T4; with 3V, kw = 0, (4.15)
—_ — =
= where i, j, k are unit vectors in the X, y, and z directions.
Then Equation 4.6 becomes
(x/at + u ax/3x) = a(Ky ax/ax)/ax + 8 (Ky 3x/dy)/ay + 3(K, ax/ez)/3z.  (4.16)

If a further assumption is made that steady state conditions exist, the first
term on the left of Equation 4.16 (3¥/3t) is negligible. For a continuous
. point source (such as a plume from a smoke s gck) the rate of change in 3x/3x
e along the x axis is negligible and the term 3 x/ax is zero. A further sim-
plification of the diffusion equation is obtained if a continuously emitting
infinite line source is oriented normal to the mean wind direction. Then,
ax/3y is also zero and Equation 4.16 is reduced to

U ax/ax = Ky 92x/32% (4.17)
° z
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In reality, the horizontal wind direction is rarely steady, source emis-
sions vary with time, and line sources are never infinite. When using a model
that requires these assumptions, it is prudent to have information on the
dearee of departure from the idealized conditions described in the preceeding
paragraphs. The information required involves resolution of the motion fields
that the plume is subjected to and knowledge of the piume's source geometry
and temporal variability. The problem is further complicated by the fact that
although the plume is subjected to turbulence as it is carried along by the
wind (Lagrangian coordinate system), wind and turbulence measurements are usu-
ally made from fixed points (Eulerian coordinate system). Point measurement
devices on a single tower are rarely adequate for providing the necessary
field measurements, although several measurement positions along the path of
plume travel would help provide the required information. These measurements,
integrated with the mesoscale wind field measurements in a well defined synop-
tic pattern, are required to obtain an adequate description of atmospheric P
motion fields. i
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In addition to difficulties with K-theory expressinns, modeiers are faced
with the problem of cloud centroid motions. Laborat:y measurenents (see, for
example, Willis and Deardorff, 1976} indicat2 thit cloud centruids often do

not remain at the height of release. Caughey et al. (1983) verified this
‘ finding in their convective boundary layer (CBL) turbulence structure studies.
3 Caughey et al. note that downdrafts cover more than naly of the horizontal
‘ area in the CBL, the effect of which is a net descent of material released
into the upper part of the CBL. For surface releases, the centroid can either
ascend or move horizontally, since it cannot penetrate the ground. In convec-
tion, updrafts lift the centroid off the around, whiie downdrafts can only
cause horizontal spreading. The net result is that cloud centroids ascend
from the surface or descend from aloft until they reach approximately half the
boundary layer depth. Consequently, the condition w = 0. (Equation 4.15) does
not guarantee that a CBL cloud centroid will re. 2in at its release height.
Measurements of divergence fieid changes, vertical wind profiles, and atmo-
spheric stability are indicators of the dearee of convective activity and the
consequent centroid height changes. For diffusion tests, downwind sampling to
monitor the cloud centroid movements is prudent. Failure to identify changes
in the vertical position of tire cloud centroid is a major cause of uncertainty
in diffusion cloud characterization.

-y - .

Analytic solutions for x in the above equations follow from mathematical
. procedures describing molecialar conduction of heat in a solid, as suggested by
Roberts (1923). Pasquili and Smith (1983) note that the solutions are most
readily ohtained by adopting power law forms of the K and wind profiles,

Kziz) =% 5N u(z) = (G (4.18)

The most widely used analytic solutions for diffusion problems are the
Gaussian diffusion equations. These are obtiined using the following assump-
tions:

a. Exponents m =n = 0 in Equation 4.18. The result is that K and u are
taken to be constant with height.
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b. Travel distance downwind of the source equals ut, where u is a trans-
port wind and t is travel tine,

c. A relationship exists between K, t, and the standard deviation of
plume material distribution (o) so that

o= 2kt (4.19)

With the above assumptions, it is possible to take advantage of the fact that
the area under the Gaussian (normal) curve is unity. Consider the z component
of a diffusing cloud moving downwind with the x axis defined along the cloud
centroid. From integral tables,

LB (-2Y26)) =TT o (4.20)
Then,
_,,fm 1/(/2% 0z) EXP(-2%/28%) = 1.0 (4.21)

Similar relations hold for the x and y components. Therefore, the distribu-
tion of cloud material at varying distances downwind from a source can be
described as a function of cioud sigmas, providing a concise statement of
continuity for use in diffusion models,

Given tne above assumptions, Gaussian diffusion equations are obtained for
the appropriate sets of boundary zonditions (Pasquill and Smith, 1983):

a. Instantaneous point source. The initial boundary conditions are:

X *0 as x,z + @ (4.22)

X * ®as x,z + 0, (4,23)

K;3%/ & »0. as z » 0., x>0, (4.24)
21
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;f4‘ For an instantaneous release in zero windg, the source strength (Q grams) is
R the total volume integral of concentration, i.e.,

[[]x axayaz = @, (4.25)

The solution for instantaneous point scurce "ickian diffusion from Equation
4.14 is:

X = (0/(2°(21)3Poy0y0,)) EXP [- (X2/20% + ¥2/26% + 22 /20%)] (4.26)

b. Continuous point source. For a continuous reiease from a point
source, where Q is expressed in units of grams/second, the additional boundary
conditions required to obtain a solution frem Equation 4.16 are:

3/t = 0., 3%x/ex? = 0, (4.27)
and
[[xusyaz = ¢ (4.28)
The solution is:
X = (Q/(2moyoz u)) EXP [~ (2 /20% + 22/263)] (4.29)

c. Continuous infinite crosswind line source. The additional boundary
condition is:

ax/3y = 0. (4.30)

For the continuous release from a line source, the source strength Q
(grams/meter second) is equivalent to the expression

F ST

[Xuaz = (4.31)
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The solution to an infinite line source obtained from Equation 4.17 is

v

]
|

X = (2T au) EXP [- (2%/26%)] (4.32)

The three solutions given above do not include previsions for calculation of
concentrations at points not at the cloud centroid or for reflection of the
cloud from an impervious surface. See Sutton (1953) or Pasquill and Smith -
{1983} for further discussion of these provisions.
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The assimptions of constant u and K are very restrictive because hoth vary -
siygnificantly with height. To compensate for the_variation of u with heijght, .
ditfusion models make use of a "transport wind", U. The transport wind is a ~
mean wind obtained by averaging over the depth of the plume and for plume )

travel time. This wind averaging over space and time should be representative
of the rate of the diffusing cloud's downwind travel. A number of procedures
exist for estimating u. Cramer et 21, [1972) offer an algorithm for u based
on the 1 or 2 meter wind speed. For downwind hazard distance caiculations at
DPG, the first 1/2- or l-minute elevation angle readings from 10-grams ceiling
balloons are frequently used to estimate G. Continuous time and space aver-
aged vertical wind profiles available from modern remote sensing devices

should pernit more satisfactory u estimates.

To compensate for assuming a constant K and using the o = V2Kt relation,
nuch effort is expended in attempts to describe o as a function of atmospheric
stability parameters, measured turbulence, and downwind travel distance. The
simplest approaches are those developed by Pasquill (1961), with o varying as
a function of information obtainabie from general weather observations (sun
anjle, cloui cover, and wind speed). The Pascuill procedure, further devel-
oped by Turner (1964) is currently used as a stahility category input for DPG
hazard calculations. An updated and improved form of this procedure, based on
net radiation measurenent, is described in Myirski (1983). To avoid the limi-
tations of the stability category approach, measured or calculated values of
turbulence can be used in sigma calculations for the diffusion equations.
Sigma e, for example, is derived as a function of stability parameter z/L in
Section 7. Sigma z can then be calculated as dg x f(x).

K-theory simplifications leadinj to the Gaussian diffusion equations
permit concise solutions for diffusion nroblems. Given a source strength,
release heignht, confiquration and duration, cloud dimensions in sigmas, and a
transport wind, concentrations downwind from a source can be readily calcu-
lated. However, the performance of a Gaussian model is limited and expecta-
tions that solutions will tit a given set of measured concentrations cannot be
too high (Smith, 1984). At best, many replications of measurements made dur-
ing similar atmospheric conditions will, on the average, approach the Gaussian
calculated value.

Some of the limitations of fGaussian models are overcome through the appli-
cation of similarity concepts to diffusion., Similarity models have been based
on the hypothesis that the Fulerian properties which characterize the SBL can
bhe applied to the Lagrangian motions of particles within the SBL. Model

IV VD A U G Y
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Jlevelopments by Horst (1979) and Nieuwstadt and van Ulden (1978) show promise
in overcomina some Gaussian model limitations. However, similarity theory has
not successf illy treated extremely stable nocturnal situations common at DPG.
Even with this limitation, future model development at DPC should include
consideratio of similarity applications to diffusion. New K-theory treat- E
L. ments by Wynjaard and Brost (1984) and Fiealer (1984) should also be investi-
QN gated for apalications at DPG.
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ie'” 5. KINETIC ENERGY AND THE RICHARDSON NUMBERS

Atmospheric stability is related to turbulence through the turbulent
kinetic energy (TKE) equation., First attempts ic relate turbulence to stabil-
ity criteria were made by Mr. L. F. Richardson in the 1920s (Richardson,
1925). These dimensionless stability criteria came to be known as Richardson
Numbers. A complete derivaticn of a criterion of turbulence for the atmo-
sphere was made by Calder (1949) using the TXE equation. Caldgr achieved the
derijvation by defining turbulent kinetic en2rgy as the difference between the
instantaneous and mean kinetic energy equations, with particular attention to
Reynolds stress terms. Derivation of Richardson numbers from the TKE equation
in this section follows Calder's procedure, but uses simplified notation.

e et RO
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The instantaneous vector equation of motion is

PRI |

[ PR PRI

-3
odV/dt + ofc = 30 - W + e (5.1)

where dV/dt is a total derivative of the vecter wind while fc, g, W/ p, and
uv V/o represent forces per unit mass due to the Coriolis effect, gravity,
pressure gradient, and v1scous dissipation. The dot product of Equation 5.1

with the velocity vector V Lruduces the kinetic energy equation of instantane-
ous motion

A s a a2 o )

S

20V 2/dt = ~wgp - VoW + Veuvqy (5.2)
Note that the Coriolis term drops out of *he equation because
Vefe = Ve2Gx V = 0. (5.3)
Also, hecause the force of gravity only operates in the z direction, the dot

product of the veleccity vector with this term reduces to the scalar wgp.

On the jeft side of Equation 5.2 the dotted velocity vectors have been
reduced to the scalar V° where

24
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Vo o= (u2+ vZ+ wq

. (534)
The total differential adV2/dt expanded into its componert parts is

-
wdV2/dt = oW at + oV W2 (5.5)

In the next series of steps, the total differential is replaced with its
, components in Ehe desired form. The continuity equation is introduced as a
- product with V

£. v3ao/at + V2a(au) ax + VZa(ov) /3y + vZa(ow)/ 3z = O. (5.6)
[ Because

o v2ap/ 8t = a(V2p)at - pavZ/at (5.7)
[

b

and using similar relationships for other components of Equation 5.6, the
total differential in Equation 5.2 can be replaced by

B/ ot + oo iu)/ x + ANy + o o)/ 2]
= =wgp -~ VW + Veuvdy

The left side of Equation 5.8 can be written in tensor notation following
Calder (1949), yielding

[a(euf)/ 3t + 3 auj Zug)/ gl = - wgp - Vew + Veudd' (5.9)

The instantaneous equation of motion is next separated irto mean (p, v)
and turbulent (p', v') components. Because the average of each turbulent
component is zero, the average value of terms containing a single turbulent
component is zero. However, terms containing multiple turbulent Spmponents
(p'u', u'w', etc.) have nonzero averages. Using these rules, puj“ from the
left side of Equation 5.9 becomes

FOPRIPSIY |

PSR

-—_ 2

— L miy =2, omm L 2y L el 2 =2 e - 2
i = (o+ ") (Ui + 2ujuy + 0} = uj  + uj 4+ 20'ujui + P'uy” (5.10)

ey o
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The terms in Equation 5.10 containing o' are 3 or 4 orders of magnitude
smaller than terms containing p and are usually neglected. The second term on
the left side of equation 5.9 is treated in a similar manner. The result
(neglecting terms with g') is

puiZug = o(ui%uk + ufPug + Uity + UPug) (5.11)
On the right side of Equation 5.9, wgp is expanded to
wgp = Wgp + w'gp' (5.12)

In this case w'gp' is not neglected because it will be the remainder after the

subtraction of two larger terms in Equation 5.19. The ViVP term is expanded
to

-
D Vl D!

LY R
VeVP = VeVP + V'eVP (5.13)

RN

2 9 ..
The final term on the right side of Equation 5.9 is Veuv<V. This is a
dissipation term. With expansion into mean and turbulent components it
becomes € + €', where ¢ represents viscous dissipation into heat.

Gathering terms from Equations 5.10 to 5.13 the kinetic energy equation of
instantaneous motion is given by

bedui® + uj?)/dt = 5la(pui® + 5u3?)/at + a(p (% + Uiy +

e —yp— _ —y— = - -
Zujuily + uPug))/axgl = - Wgp - W'go' - VeVP - V'evP' + € + ¢

The vector equation of mean motion, where Equation 2.13 defines the u
component, is used as the starting point to obtain the kinetic energy equation
of mean motion. The major difference between the mean and instantaneous
equations is the treatment of Reynolds stress terms. The Reynolds stress
terms are represented in tensor notation as

-pujUg = Tik (5.15)

Following a development similar to the instantaneous equation given above, the
kinetic energy equation of mean motion is
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Ba@ (Ui 2 /dt = Bl A/t + BT y) )/ ]

o= _ (5.16)
= = Wyp - VoW + €+ Uj atyy/
Applying the rules of partial differentiation to the Reynolds stress
components yields the expression
U dTik/ Oxk = d( Tjkuj)/ Wk - Tk A/ Ak (5.17)

Reynolds stress components are also found in the kinetic energy equation of
instantaneous motion. From Ecuation 5.14

BLa(2puuduk) 1/ & = 3(- Kui)/ &g (5.18)

Term by term subtraction of the kinetic energy equation of mean motion from
Equation 5.14 for instantaneous motion produces Equation 5.19, the TKE
equation,

LR (T 2 /dt = LLaBay A/t + (BT W + U AR))/ & ]

—_ a (5.19)
= ~wgo - V' W + &+ 1y &/ &

The term w'ge' is transformed into more useful form by recognizing from the
equation of state that

P'JP = 9o'/B + T'/T. (5.20)

Calder (1949) demonstrates that the ratio of pressure fluctuations to mean
pressure is several orders of magnitude smaller than corresponding density and
tenperature ratios. Also, the ratios of temperatures and potential tempera-
tures (8) are nearly equivalent. The approximation

1]

o'/p =~ /8 (5.21)

is used in the term -w'gp' to produce
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-w'gp' = go W'8'/B {(5.22)

The remaiiing terms of Equation 5.19 are simplified using the assumption
of horizontal homogeneous flow along the direction of the x axis. For this
condition, mean lateral (v) and vertical (w) motions are zero and the rate of
change of the turbulent components in the horizontal plane is zero. Conse-
quently, the term }%ly, where

ug = w =20 (5.23)

is zero in Equation 5.19. The term %3 (5 (ui?u))/3xx is only nonzero for the
z direction 1s shown in Equation 5.24

2o (B (U2up) Maxe = Ha(p(u'Zw' + V20 + w'%))/az (5.24)

2 -
On the right side of Equation 5.19, V'<VP' is reduced to w'3P'/9z because
3P'/3x and aP'/3y are negligible in horizontally hcmogeneous conditions.
Similarly, 7ik3uj/?xx becomes -pU'w'3i/3z because V and w are zero.

hathering terms from Equations 5.22 through 5.24, the mean TKE equation for
norizontal homogeneous tluw is thus

(3(ouy?)/at] = L[a(0(0'? +V'2 + w'?2))/at = a(pE)/at

, , N L (5.25)
-t e AW W) ez 4 gow'8'/8 - WeP' ez - pu'w'oufdz - €,

where £ represents turbulent kinetic energy. If a further assumption is made
that turbulent conditions are stationary (3Z/8t and 3p/3t are zero), the time-
dependent terms are eliminated, leaving the TKE equation composed of a verti-
cal enerqgy flux divergence term, a huoyancy energy production term, a term
which represents energy transfer due to the fluctuating gradients of static
pressure, a shear energy production term, and viscous dissipation. The par-
tial differentiation rule (as applied to Reynolds stress components in Equa-
tion 5.17) is applied to €'. Viscous dissipation then has two components,
LdZ (08 )/ax® and - S (V37 a')/ax and comparable terms in the y and z
directions. Calder (194¢) identifies the first term as making a small contri-
bution and drops the term from the equation. The second term represents the
mean rate of dissipation per unit volume of turbulent energy into heat. The

sign ot £' in Equation 5.25 was changed to reflect the sign of the second
term.
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The flux divergence and fluctuating pressure terms are not amenable to
direct measurement. Consequently, they are often dropped from the equations.
Studies by Wyngaard and Cote (1971) and Frenzen (1983) suggest that these
terms are frequently significant. Frenzen concludes that these terms con-
tribute to the TKE equation at the rate of one fourth of the sum of shear and
buoyancy contributions for unstable conditions. Further field studies of
these phenomena are required to clarify the role of these terms in the TKE
budget.

The two production terms in the TKE equation of greatest interest are the
buoyancy and shear production terms. The buoyancy production term can be pos-
itive or negative depending on the sign of the heat flux w'8'. Vertical heat
flux enters the TKE equation as the buoyant force per unit mass (g/6) that
acts on an eddy whose temperature and vertical velocity differ from the sur-
roundings by 8' and w'. As the eddy travels over a vertical distance 2, it
performs specific work proportional to (g/6)6'2 that enters directly into the
vertical component of TKE. On the other hand, the shear production term is
always positive in the presence of the stress induced by air movement over a
rough survade. According to Calder (1949), it represents the transformation
of mechanical energy present in the mean motion to the mechanical energy of
turbulent motion. The shear term is large near the surface, where the gradi-
ents 3u/3z are large, and tends to decrease with height in the SBL. Shear
usually makes a larger contribution to the horizontal than the vertical compo-
nent of TKE.

Richardson Numbers are formed from ratios of the buoyancy to shear produc-
tion terms of the TKE equation., The flux Richardson Number is a dimensionless
stability parameter defined as

Re = (g/9M(w'8")/[{u'w')(3u/az)] (5.26)

Rt is usually not calculated from direct measurements because it is a combi-
nation of fluxes and gradients, which requires substantial amounts of instru-
mentation. A more commonly used form of Richardson Number is the gradient
Richardson Number (Ri). Ri is found by using K-theory flux-gradient relation-
ships (Equations 4.8 and 4.10) and assuming the Ky/Kn ratio to be unity.

Ri = (Kp/Kp)Rf = (g/8)(38/32)/(3u/3z)? (5.27)

_Richardson Numbers are zero during adiabatic conditions when w'8' and
35/%z approach zero. For diabatic conditions with an upward heat flux (due to
vertical motion and lapse of potential temperature with height in excess of
the adiabatic lapse rate) Richardson Numbers assume negative values. The con-
verse is trie for a downward heat flux or inversion conditions,

The advantage of Ri as a stability parameter is that the gradients (36/3z)

and (3u/3z) can be calculated from wind and temperature profile data, but gra-
dient calculations also have disadvantages. Gradients of wind and temperature
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are small in relation to the absolute values of those variables. The adia-
batic lapse rate is 0.01°C/m and measurements of that order of accuracy are
necessary for accurate gradient calculations. Most temperature instrument
accuracies do not exceed 0.1°C. Comparable accuracies with wind measurements
are also required. The problem of making accurate calculations of Ri from
wind gradient measurements is further complicated because the sguared value of
{3ufsz) in the denominator of Equation 5.27 magnifies errors.

Another complication with the use of Richardson fumbars arises because the
gradients of wind and temperature near the surface are height deperndent. Gra-
dients computed from measurements mace at the 0.5 to 4 m above ground level
(AGL} will differ considerably from gradients computed from simultaneous
measurements made at 2 and 8 m AGL. Therefore, Richardson Numbers vary with
height, and the data from which Richardson Numbers are derived must be care-
fully specified when Richardson Numbers obtained from different data sets are
compared. Also, the temperature anc wind measurements used to obtain 53u/3z
and 36/3z in Equation 5.27 must be madc over iden-ical time and heignrt inter-
vals. Gradient measurements not obtained this way yield unigue values of
Richardson Numbers which are useless outside the i:.a set from which they are
computed. The Obukhov Tength stability parameter, described in Section 6,
does not exhibit a dependence on measurenient height and can be used in place
of Ri.

If wind measurements are available at only one level, another form of
Richardson Number, known as the bulk Richardson Number (BU), can be used.

BU = 100(¢/6)(08/32){z% /u?) (5.28)

While dimensionally correct, BU is totaiiy empirical. Because the temperature
gradient in the numerator is small compared to 4>, BU tends tu be smali.
Therefore, the calculated value of BU is usuaily multiplied by 100 for compar-
ison with other stability paramaters. In spite of its empirical origins, BU
performs surprisingly well as a criterion for turbulence conditions in the
stable atmosphere where Ri fails bacause of uncertainties in wind gradients.

Richardson Numbers are useful as stability parameters when the assumptions
made during simplification of the TKE equation zre not seriously violated.
When flow is not horizontal or homogeneous. or when significant changes in the
tlow occur with time, discarded terms in the TKE cquation become significant
and simple stability parameter estimates fail to represent existing turbulence
conditions. Therefore, stability parameters should be used with caution as
criteria for turbulence during periods of rapid transition such as sunrise or
sunset, or in the presence of transient mesoscaic systems. The usefulness of
stability parameters in complex terrain or near surface discontinuities is
also open to question. As micrometeorologicai measurement capabilities
improve, new stability parameters which include more TKE terms will be
developed.
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6. THE 0BUKHOV LENGTH AND z/L.

Obukhov (1971) recognized the requirement for a more fundamental stability
parameter than the gradient Richardson number. Assuming that conditions
remain homogeneous in space and stationary in time, momentum (Fp) and heat
fluxes (Fp) remain nearly constant within the SBL.

Fm = p'u'w' = =15 = constant (6.1)
Fp = cpo W'8' = constant (6.2)

The cp of Equation 6.2 represents specific heat at constant pressure.

Obukhov obs:rved that wind shear (3u/3z), which is very large near the sur-
face, decreises rapidly with height and reasoned that there is a height above
the ground where the dynamic or shear stress c¢ontributicns balance the buoyant
contributions to turbulence. This height or Tenctn scale is the Obukhov
length {L). Monin and Obukhov (1954, counclude that SBL turbulence can be
described as a function of three parameters: (g/5), u,, and W'8'. The
Obukhov length is compesed of a comdbination of these parameters representing
the ratio of buoyancy to shear terms inr the TKE equation, which is similar

to the flux Richardson Number {(Equation 5.26). With the aid of Equations 3.3
and 3.11, shear is described in terms of u,. Then,

) (w'e'y  _ (g/3)(w'v") z  klg/e)(w's') _ oz

)
w')(du/az) “ul (ugom/kz) o ~u3 oml-L). (6.3)

Rf = (E/
(u'

The sign of L is chosen so that L is negative for unstable thermal stratifica-
tion. Hereafter in this report, the Obukhov length proceeded by a minus sign
(-L) implies heat flux directed away from the surface, associated with a lapse
of potentiil temperature. Because (g/f), w'5', and u, remain nearly con-
stant with height in the SBL, the magnitude of -L changes little within the
first few tens of meters of the atmosphere. This is in contrast to the
Richardson Numbers that can vary as a function of height. The Obukhov length
has units »f meters. Therefore, the ratio z/L is dimensionless. Obukhov in-
tended for the height above the surface where z/L = 1 to be the height where
balance exists between the buoyant and shear contributions to turbulent kinet-
ic energy, and defined -L as the height of the sublayer of dynamic turbu-

lence. This balance is actually achiieved at a smaller value of z/-L (see
Section 7).

Because it depicts the rejative contributions of buoyancy and shear to
turbulence, z/-L functions as a dimensionless stability parameter. When the
buoyant contribution is small, the magnitude of -L is large with respect to
the height of the SBL and z/-i.. approaches zero. Turbulence for this neutral
condition is mechanical, caused by the effccts of roughness elements and
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surface shear stress [In the early morniry hours, as the sun is rising, the
atmosphere passes briefly through this condition]. As the +jround is heated,
w'd' becomes significant and buoyant forces wake a contriburion to turbu-
lence. Monin and Yaglom (1971) found that burrancy effects contributing to
turbulence as z/-L exceeds 0.03. Witih increasing w'6' {(or as z increases with
w'9' constant), buoyancy contributions increase until the p~int is reached
where the contributions of buoyancy and snear forces to turbulence production
are in balance. This occurs as z/-L approaches 0.35. As z/-L increases bhe-
yond 0.35, buoyancy becomes progressively more domirant until a state of wind-
Jess convection is reached. Windless convection, cnaracterized by intense
surface heating with Tight and variable winds, is the condition where shear
production is negligible (u, » 0.0). Windiess convection is frequently
observed during the middle of summer d ys at DPG.

To this point, the contribution of latent h2at erfects on stability have
been neglected. Dyer and Hicks {31370; accounved for latent heat effacts on L
as in Equation 6.4,

L= cpoT u kgl v 0.0 ) (6.4)

where Fn and F; represert fluxes of sensiblic axd latent heat. At its mex-
imum, r; is only 16 percent of Fn. [i availabie irom humidity flux meas-

urements, the F1 factor -a0uld be considerel. AL UFL, omission of Fy
would generally result in a negiigible uvrror.

There are several aavantages to using Obuknov lenath as a stability para-
meter. It does not caentair & mixturs of flux and gradient terms, which make
Re difficult to calculate. Kh/Km is not assumed constant as in Ri. Unlike
R¢ and Ri, L is independent of measurement hejght. The main assumpticns are
the same as those required for Richardson hurmberc, 1.¢., conditions rust be
reascnadly homogeneous in znace and sitaticnery in tiwme. The energy divergence
and pressure terms of the TKE eauation are s=i)1 ignored. Equation 6.3 for L
has the disadvantage thet it is camposed of covariance terms {(w'6' and u,)
which must be derived fron measurement: orf wind and temperature fluctuations
at high data rates using sensitive equipment, Alihough sonic anemometer/
tnermome ters are capable of these types of measurciwents, z/-L can alsc e
axpressed in a gradient form thav permirs stability computations using data
‘rom L0ss expensive instruments. A jradient forp of z/-L is ebtained through
se of Zquatiecns 4,10, 3.3, u, from Ecuation 2.1, and defining a as the
“n/"g ratio, shewn by

aE Al e WA e o L ) Miyudez) ] (6.5)

»

pror simpliticatioa, the result is Eqguatian b0,

/L= o gz (U Iz - v eTeiaadaz)) (6.6)
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5 - tempera.ure scale (degrees Kelvin)
u - coefficient of viscosity (gram centimeter™® second™!)
o - density (grams centimeter™3)

0e, Op - vertical and horizontal wind angle standard deviation (degrees or
radians)

Oy, Oy, Oy - square root of the variance in horizontal and vertical wind
(meters second™ )

Oy, Oz, Ox = standard deviations of lateral, vertical, and along wind
distributions of diffusing material (meters)

oxt - component of oy due to along-wind fluctuations
To - surface stress (gram centimeter~! second=?)

T - stress tensor or shear stress (gram centimeter=! second=?)

¢m, op - ‘limensionless wind shear and temperature gradient.
x - concentration (milligrams meter3)
y - diabatic influence function (dimensionless) .
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Ri - gradient Richardson Number (dimensionless)

Ric - Criti:al Richardson Mumper (dimensionless)

R¢ - flux Richardson ‘lumber (dimensionless)

t - time (seconds)

T - time-averaged temperature at a specific height (degrees Kelvin)
T' - fluctuating temperature componert (degrees Kelvin)

U, V, W, - time—ag%raged wind speeds alonn the x, y, and z axes (meters
second )

u, v, w, - wind speeds along the x,y,z axis (meters second-l)

u', v', w' - fluctuating comgonents of wind speeds along the x,

v, and z axes
(meters second °)

o

U - transport wind speed (meters second'l)

u, - friction velocity (meters second ')

V - vector wind (ui + vj + wk) ‘meters seccnd V)
x - along-wind travel distance (meters)

z - height of measurement above surface {meters)

zj - depth of the convective nixing layer (meters)

Zo - roughness length (meters or centimeters) )
a -~ ratio ot 7 to K, (dimensioniass)

£ - turbulent dissipation rate (meters® secondma) 1

fg, &, - rates of turbuEent kinetic energy addition by s!earing and buoyancy 4
forces (meters” second )

a variable relating height to wind speed

alala

A - dalta - indicates an incremental slice or szction
»
A - wavelength (centimeters) )
- 2 =
V - del operator {(i3/ & + 3/ % + k3/3z)
9 - potential temperature (dearees Xelvin) :
®
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APPENDIX A, SYMBOLS

A, B - dimensionless constants in the turbulent kinetic energy equation
BU - bulk Richardson Number {dimensionless)

CS - refractive index structure parameter (meter'z/a)

cp - specific heat at constant pressure (calories gram_1 degree—l)

D - dose (milligrams)

d - displacement height (meters)

dd - dosage (milligram - minutes/m )

E - turbulent kinetic energy (meters % second” 2)

f( ) - functional relationship to variable inside brackets

fc - Coriolis force per unit mass (meter second 2)

Fns F] - flux of sensible and latent heat (milliwatts meter—z)

1 -2)

Fm - flux of momentum (gram centimeter ° second

Fx - viscous force per unit mass (centimeter second 2)

i, j, k - unit vectors in the x, y, z directions
k - von Karnan's constant (dimensionless) .
Kn, Km» K - eddy diffusivity for heat,momentum, and moisture ;
(meters“ second ) -]
L - Obukhov length (meters) ,;
1 - length (meters) ;
£ - mixing length or molecular length scale (meters) j‘1
n - exponent on power law wind profile (dimensionless) ;i
P ~ pressure (millibars) i{
P,z - vertical pressure component (millibars) 7]
() ~ source strength (variable units) :'3
R - mixing ratio (milligrams/grams) ﬁ i
RE - Reynolds Number (dimensionless) "]
R
3
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b. Test Data Quality Control. The similarity theory based equations
describing oo as a function of gradients obtained from profile data are
quite accurate. With high quality data coliected at a site of known roughness
during quasi-stationary meteorological conditions, the computed turbulence
should correspond closely to o obtained from sonic anemometer measurements.
Intercomparison of measurements from several tower sites would provide a check
on stationary conditions. Discrepancies in excess of 20 percent would indi-
cate that either some equipment was out of calibration or the meteorological
conditions were too variable for collection of a coherent turbulence data set.

¢. Posttest Analysis: The aforementioned instrumentation provides suffi-
cient data for a fairly complete description of meteorological conditions in
the SBL. The description begins with incoming/outgoing long- and shortwave
radiation from which radiation fluxes can be determined. Near surface scin-
tillation measurements indicate the magnitude of small scale eddy activity
generated by radiative fluxes and the decay of larger scale eddies. Eddy ac-
tivity on this scale deteriorates the performance of all optical instruments.
Intermediate turbulence scales, which dominate the turbulence spectrum within
a few meters to ten meters of the ground, govern the dissipation rate of sub-
stances released into the SBL. Spectrum analysis for this scale of turbu-
lence, along with momentum, heat, and moisture flux/gradient calculations pro-
vide the detailed information required for understanding cloud growth and dis-
sipation. The influence of larger scale eddies, which bodily move the cloud
without contributing significantly to its dissipation, is obtained from calcu-
lation of divergence, analysis of acoustic sounder records, and measurement of
mesoscale wind fields. These measurements must then be described within the
context of the meso- and synoptic-scale meteorclogical events taking place.
The accumulation of these data should provide the analyst with sufficient
information for an in-depth analysis of meteorological conditions influencing
a test.

d. Modeling. Because L is constant within the SBL, profile data used to
calculate L provide sufficient information for model computation of z/-L over
the depth of the SBL. Becauss o, is described as a function of z/zy and
z/-L, entire turbulence profiles up to heights of 20 or 30 meters can be
achieved using l6-meter tower profile measurements obtained from towers
located at representative downwind positions. Supplemented by deeper acoustic
sounder wind and mixing depth profiltes, these tower measurements could produce
the detailed information required for more accurate diffusion models. To
accomplish this, methodology work is reauired to develop better relationships
between turbulence calculations or measurements and the diffusion parameters
oz and oyx. Further methodology studies are also needed to test alternatives
to Gaussian diffusion models.
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SBL similarity arguments apply well to the vertical component of turbu-
lence, but e¢re not as useful for describing the horizontal components. Hori-
zontal wind data frequently contain a relatively large amount of energy at low
frequencies. These low freguency changes scale with meteorological phenomena
occurring above the SBL (such as depth of the convective mixed layer) and are
also subject to wind direction trends and terrain influences. No well estab-
lished algorithms are available to describe these effects. Consequently,
horizontal turbulence components are best obtained by direct measurement.

Surface layer similarity arguments described in this document do not apply
extremely close to the surface or outside the SBL. The turbulence spectrum
near the ground is distorted by the proximity of a fixed boundary which breaks
up large eddies. This effect is parcicularly noticeable for low frequency,
high-amplitude eddies which develop during unstable thermal stratification.
Because the momentum gradient becomes large very close to the surface, stabil-
ity near th: surface approaches neutral regardiess of the intensity of surface
heating. Carratt (1980) has developed a methodology for dcscribing near sur-
face conditions, but no conclusive independent testing of this methodology has
yet come to the attention of the author. Consicderabie emphasis has been
placed on extending similarity concepts heycona the SBL through the depth of
the planetary boundary layer. More work is also required in this area before
firm solutions will be avaiiable. Future instrumentation needed to probe the
planetary boundary layer and bevond will consist largely of remote sensing
instruments. These may include lidar wiud finding and real-time cloud sam-
pling systems, updated algcrithms for acoustic sounder temperature profiles,
and FM-CW radar wind sounding systems. Drones may also be used to obtain
Lagrangian (moving with the diffusing cloud) as opposed to Eulerian (point
measurement) data.

The instruments and similarity theory arqguments in this document can pro-
vide a vast increase over present DFG turbulence measurement and analysis
capabilities. With appropriate displays and data reduction programs, this
enhanced capability has the following applications:

a. Test Go/No-Go Criteria. Meteorologists and project officers can use
stability information as a quantitative means of evaluating the suitability of
meteorological conditions for diffusion tests. Gradients of wind and temper-
ature obtained from tower prcfile data can be used for real-time calculations
cf z/-L, to assist with test control. For tests requiring near neutral condi-
tions, a z/-L less than 0.03 (-L greater than 67 for z = 2 m) is required.
When instability up to free cecnvection can be tolerated, a test limitation of
0.35 for z/-L {(-L = 5.7 m) can be specified. Beyond a value of 0.35 for z/-L,
buoyancy forces become large ard the probability of erratic cloud behavior
increases. When z/-L exceeds 1.0 {-L = 2 m) buoyancy forces dominate turbu-
lence as mechanical effects stcadily decrease. Further increases in instabil-
ity create a condition of windless convection where horizontal and vertical
accelerations are large in comparison to the mean wind field. The erratic
looping behavior of cloud plumes occurs under these conditions. Windless con-
vection or other conditions where accelerations become large in comparison to
the mean wind field would likely be unsuitable for diffusion testing.
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. becomes much more difficult at other sites where significant roughness changes
T occur near the test area. Achieving temporally representative measurements is
- more difficult because of the short duration (on the order of one to several
E! minutes) of some DPG smoke/obscurant tests. Representative mean values of
- wind and temperature can be obtained for such short times, but representative
variances and covariances require measurements for about 10 minutes. Triple
products, such as u'w'w' found in the TKE equation, would required even longer
averaging times. Wyngaard et al. {1971) and Wyngaard and Clifford (1978)
offer a possible solution that may assist in making temporally representative
iﬂ measurements. Scintillometers provide path-averaged measurements of CE and
wind components. Wyngaard and Clifford suggest that statistically stable
samples of path-averaged turbulence data can he zcllected using only one per-
~ cent of the averaging time needec¢ for comparablie point measurements. A meth-
: odology could be developed to take advantage cf rcath averaging techniques for
meteorological measurements supporting smoke/obscurant testing.

9. CONCLUSIONS

Useful stability, turbulence, and diffucion me2s:rements can be made if
the measurements are made at a reasonable site, with appropriate equipment and
proper atmospheric conditions. A reasonable site is relatively hocmogeneous,

® with no extraneous obstacles disturbing the turobulence characteristics of the
flow. A good site also permits an accurate determination of roughness length,
with z, independent of wind fetch and a negligible displacement height (d).
Appropriate equipment includes an array of lH-meter tall towers instrumented
for wind speed and direction at 2, 4, &, ana 16 meters AGL, and a high-

| frequency turbulence instrument and lLyman-a at & meters. The number of in-
"I strumented towers required varies with grid size and the degree of homoge-

\ neity. Except under extreme diabatic conditions, each tower should be repre-
i sentative of ambient cenditions within a several hundred-meter radius at a

o relatively uniform site on DPG. Tcwer reasurements supplemented by path-

B averaged winds for divergence and Cy from scintillometers, vertical wind and
. mixing layer depths from an acoustic sounder, and radiation measurements from
EE precision spectral pyranometers and pyrgeometers would provide a fairly com-
i
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plete set of turbulence data, assuming tnat the data were collected in a well
defined meso~ and synoptic-scale setting, and over a sufficient time interval
to be representative for the higher moment data required. Additional informa-
tion on microscale pressure variations is desirahle, but difficult to obtain.
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o The similarity theory argumerts precsented in this report are valid only :1
for neutral through unstable thermal stratvification. A corresponding set of *
equations has been offered for the stable case, but these equations apply only e
to stabilities less than the critical Richardson Number (Ric). Oke (1970) '
states that for stability beyond Ric, the atmosphere is not fully turbulent. :
g and there may be no definite forms for profiles of wind and temperature. With -
P clear skies and strong radiation losses, nocturnal stability conditions at — =
DPG almost always exceed Ric. Empirical formulations such as the bulk
Richardson Number seem to work as well as anything under these conditions. ;
; Consequently, bulk R*zhardson dumber formulations are routinely used for o
a nocturnal ditfusion testing at DPG.
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of the amount of energy entering and leaving the system. These measurements
permit calculation of the radiation balance. Optical instrument tests require
these radiation measurements and they are also useful in defining stability

categories (Myirski, 1983}.

Measurements on the meso and synoptic scale are also needed to describe
the setting for diffusion experiments. The presence of fronts, gravity waves,
and related phenomena have significant influences on diffusing clouds. These
scales of motion are responsible for the transport of diffusing material and
generate lee-side eddies which cause diffusing clouds to behave in unexpected
ways. Adequate description of meso- and synoptic-scale motions requires an
expanded meso-meteorological network and a satellite image receiver.

Test site wind and temperature gradients used for computing turbulence
parameters are obtained from fixed point measurements on meteorological
towers. The Project Kansas data {Izumi, 1971) indicate that wind and tempera-
ture gradients decrease rapidly with height above the surface. Because of the
rapidly decreasing gradients, tower profile data above 16 meters contribute
1ittle additional information on the conversion of mean flow to turbulent
kinetic energy. Consequently, a l6-meter tower instrumented for measuring
wind and temperature at 2, 4, 8, and 16 meters AGL should provide sufficient

information for gradient computations.

Gradients are computed from profile data averaged over several tens of
minutes. Consequently, instrument response time is less critical to good
gradient data than accuracy and repzatability. Accuracies approaching 0.01°C
and 0.01 m/sec are desired for gradient computations. Such accuracies are
approached only when excellent equipment is used and a great deal of care is
exercised in the measurement process. Desirable instrument characteristics
include freedom from calibration drift, absence of hysteresis effects, and
insensitivity to external voltage variations. A high-quality thermal shield
and aspiration system is also needed for the temperature measurements, Free-
dom from external voltage influences is best achieved with sensors that trans-
mit data as frequencies rather than voltages. Well-designed anemometer chop-
pers and quartz crystal thermometers have this desirable characteristic.

Adequate instrument characteristics are necessary but not sufficient for
obtaining good wind and temperature gradient data. Wind and temperature must
be measured over identical time and height intervals. The geometric mean of
profile measurement heights car be used as the height z where z/-L is calcu-
lated. The 2-meter level is a good standard level for the lowest profile mea-
surement at DPG because it is not so low that the surface influence signifi-
cantly distorts the similarity relationships. Measurements closer to the sur-
face should require fast response anemometers. Because diabatic influences
usually cause gradients to be nonlinear, multiple measurement points, spaced
logarithmically in height, are desirable. Thus, good gradient data could be
obtained with profile measurements 2, 4, 8, and 16 meters AGL with a geometric

mean z ot 5.66 meters.

Having the above mentioned instruments present and collecting data does
not guarantee an adequate description of the turbulence field for diffusion
tests. The measurements must also be temporally and spatially representative.
Achieving spatially-representative measurements is not difficult at DPG, be-
cause of the wide expanses of nearly uniform terrain. However, the instru-
ments must not be shaded by man-made obstacles. Spatial representativeness
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refractive index structure parameter (C%) which provides 1 measure of turbu-
lent activity in the small eddy sizes (scintillations). Lawrence et al.
(1970) state that optical scintillations are caused primarily by irregulari-
ties in the refractive index. The irreguiarities are variations in air dens-
ity which have the size of a Fresnel zone, i.e., {(x2)2 where X is a wavelength
and ¢ a path length. For visible light and path lengths on the order of a
kilometer, eddy size scales causing scintillations are on the order of a
centimeter.

Details of eddy activity in intermediate ranges can be obtained by a sonic
anemometer. Unlike the LED scintillometer, the sonic anemometer is a fixed-
point measurement device. A typical 20-cm path length between probes is the
limit of resolution on the small (high frequency) eddy scale. However, in the
intermediate size ranges which most strongly influence diffusion on the scale
of interest at DPG, the sonic anemometer is able to provide detailed informa-
tion on the fluctuating wind componants {u', v', and w') and the mean vind
field, uncompromised by the mechanical dewping or overshoot of mechanical
vanes. This detailed measurement of the turbulence spectrum is necessary for
analysis of the energy in parts of the turbulence spectrum of interest for
smoke/obscurant work. Sonic anemometers provide sufficiently detailed data
for analysis of the variance and covariance o~ wind components. This is par-

r. ticularly valuable for obtaining the w components, which are otherwise diffi- ]
4 cult to measure. Difficulties with sonic anemometers include high cost, the g

requirements for precision orientation and leveling to prevent cross-component ]
[ contamination and their electronic compiexity. Although discharge anemometers

may perform similar measurements, little is known of their characteristics. }

. To obtain moisture flux, a Lyman-z rRumidity system should be operated concur- o

* rently with the sonic anemometer. The product of W' with the high-speed
humidity measurements will provide moisture flux.

The Doppler acoustic echo sounder is another instrument which provides

L important turbulence information. Tnis instrument uses the Doppler shift of R
L returning sound pulses to provide mean layer wind information in a vertical .
" profile [and the square root of the variance in horizontal and vertical wind .

velocity (oy, oy, and oy)]. Additional information can also be obtained ~]
{ on the depth of stable or convective boundary layers {zj) the height of e
! elevated inversion surfaces. Convective eddy size is largely a function of j
e zi. Llarge-scale horizontal variations in wind direction which contribute to 3
r the magnitude of op data also scale with zj (Pasquill and Smith, 1983). R
’. Detailed turbulence (o, oy, and oy) information is best obtained over

- the depth ot a few hundred meters with a high-frequency "mini" acoustic

: sounder. Mixing height and elevated inversion surfaces aloft require larger,
- more powerful Tow frequency units reaching heights near one kilometer., OQther
L; instrument systems useful for zj measurements are described in Kaimal et

;' : al. (1982).

h‘ For a more complete understanding of boundary layer turbulence, it is

L necessary to describe the meteorological setting in which turbulence cccurs.

) This setting includes the incoming/outgoing energy that drives this turbu- \

. lence, which is the long and shortwave radiation and new radiative flux as !

g measured hy a set of pyranometers and pyrgeometers. Operating in pairs, with —
° one pyrqgeometer and pyranometer facing up and the other facing towards the

1 ground, the amcunt of long and shortwave radiation passing through a hori-

zontal surface is unambiquously measured. This provides a fundamental measure
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Algori:thms for determining along-wind cloud growth (o) are less well
developed than those for and o,, Wilson (1981) states that except for
very close to the source where the plume is small, vertical diffusion and
shear advection are the dominant factors determining alonq-wind dispersion.
Wilson offers the following equation for oy:

o = 6,[0.09 (x + ((h + 0.50)In((h + 0.1702)/20)))2 + (ogg + c!x)zf2 (7.10)

where h is the effective source height above the ground in meters and oyt is
the component of oy due to horizontal wind fluctuations (u'). Further
experimentation is required to refine the algorithms for o, (Equation 7.9)
and ox (Equation 7.10).

8. MEASUREMENT REQUIREMENTS AND INSTRUMENTATION

Adequate description of turbulence in the atmosphere requires knowledge of
energies in the spectrum of eddy sizes ranging from the height of the upper
boundary (height of the convective mixed layer in the daytime) to the scale at
which viscous dissipation begins. Measurements of incoming/outgoing radiative
fluxes that initiate diabatic effects are also needed. Although no single
instrumented tower provides all of these measurements, point measurement
devices can provide a great deal of information about turbulence fields.

These instruments must collect data over adequate time and space averages to
provide representative measurements. Wind measurements in particular should
be taken from multiple locations when fixed point measurement devices such as
anemometers and vanes are used. Path averaging devices greatly reduce the
instrument deployment requirements.

Afa e

An important instrument for measurement of turbulent structure is the LED
scintillometer (Ocns and Ting-i-Wang, 1978). Scintillometers measure path-
averaged wind components perpendicular to scintillometer beam paths. A path- R
averaged horizontal wind field can be resolved with two beams at right angles s
to each other. Scintillometers operate over path lengths from 300 to 1500
meters, ideal for most diffusion testing at DPG. Scintillometer path-averaged
wind components measured over a triangle can be used to calculate horizontal
divergence (Kjelass and Cchs, 1974). For an equilateral triangle, the equa-
tion becom:s

- AR
PN Ador g o s 5 .o,

WV = T(Vg +V 120+ Vouo)/A = -/ oz, (8.1)

o e

T T

where Vo, Viog, Vayp are wind components perpendicular to triangle sides o
‘ oriented east-west, 30 -210, and 150 -330. Length of the triangle side is 1, [
r and A the eaclosed area. Horizontal divergence is related to accelerations in
) the vertical wind field. Since use of diffusion equations requires the tacit
assumption that the atmosphere is nondivergent, divergence measurements may

help explain discrepancies between calculations and measured results from dif-
fusion experiments. The LED scintillometer also provides information on the

L
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[ Table 7.2 presents ¢y, B(z/-L), and oy/u, for representative values of zl}
5 z/-L. ]
3 -
4 ) |
q Table 7.2. ¢y, B(z/-L), and oy/u, as Functions of z/-L R
[ (from Biltoft, 1983). ]
1 g
b z/-L ¢m B{z/-L} O/ Uy |
h 0.0 1.00 0.00 1.30 )
3 0.1 0.80 0.18 1.29 e
] 0.2 0.71 0.36 1.33 .
1 0.35 0.63 C.63 1.41
- 0.5 0.59 0.90 1.48 ]
; 1.0 0.50 1.80 1.72 < d
F 5.0 0.34 9.00 2.74 b 1
Equation 7.7, used in a ratio with the logaritnmic wind-protile (Equation ]
3.12), satisfies Equation 7.1 to produce a method for computing oe ; J
ow/ue - 1.3 ((1+15 /-7 + 1.8 2/-0M° oy (7.8)
= = e .
ulu, (In (z/zo) vk u )
i—~4
Equation 7.8 describes o, as a function of stability parameter z/-L, height, -
and roughness. Following Businger (1973), k is assigned the value 0.35. This
equation, used with the gradient equation vor z/-L derived earlier, permits
computation of oo for any height within the SBL from wind speed and tempera-
ture profile data.
)

The algorithm N
G, ¥ 3¢ % F(x) ) (7.9)

is less well established than the one for o,. Biltoft (1981) used Project
Prairie Grass data (Barad, 1958 a,b) to obtain analytical solutions for o,
with f(x) a continuous function of cloud travel distance and bulk Richardson
Number. As previously mentioned with the o, equation, the solutions for

o, apply to diffusion over 10-minute periods. Adjustments are needed for
periods which differ significantly from this. Waldron (1983) has successfully
applied these analytical solutions on DPG diffusion tests. Alternative o,
calculation methods are presented in Pasquill and Smith (1983). Unfortu-
nately, Project Prairie Grass data, which has served as a basis for most o,
computation methods, did not include adequate o, measurements or cloud cen-
troid height information beyond 100 m. Consequently, o, values computed for
these data are speculative beyond 100 m. More complete data sets are required )
for a hetter definition of f(x).
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The variance in vertical wind velocity is a Reynolds normal stress component X
of the TKT equation (Equation 5.25). The TKE equation, with 3a(SE)/3t assumed -
to be zero and neglecting pressure and flux divergence terms, is reduced to :
°
€' /o =qgwo'/§ - u'waulaz = RN (7.2) :
Panofsky and McCormick (1960) uséd this version of the TKE equation with I
£'/6 defined as o, /zA%. Solving for oy, the result is Equation 7.3. ®
oy = Alz(eg + B ep) /3 (7.3)
A and B are dimensionless constants to be determined below. Constants A and ®
B account for the fact that contributions from shearing (eg) and buoyant ‘
(ep) kinetic energy do not make equally efficient contributions to the
horizontal and vertical components of turbulence. With the aid of Equations
3.3 and 3.11, eg is described in Equation 7.4, and the relationship between
eg/ep and flux Richardson Number (from Equation 6.3) is presented in o
Equation 7.5, )
e, = (xz)?(di/dz)® /g P (7.4)
= <Ly [z = L
Equations 7.4 and 7.5 are then applied to Equation 7.3. After some algebraic
manipulation and division by u, the result is Equation 7.6
, »
owluy = Ak~ /3 o + Bz/-L))E/3 (7.6) -
Following the findings of Biltoft (1983), constants Ak ~1/% and B were
assigned values of 1.3 and 1.8, respectively.
o
The dimensionless wind shear term (¢p) in Equation 7.6 is a slowly C
decreasing function of z/-L, whereas the buoyancy term (B z/-L) is an
increasing function of z/-L (Table 7.2). The combined effect of these terms
is that oy/u, remains nearly constant at 1.3 until z/-L reaches a value
of 0.35. This is the equilibrium point w=  shear (¢m) is in balance with :
buoyancy (1.8 z/-L). Beyond this point, buoyancy becomes dominant and L2
ow/u, increases rapidly with z/-L. Using Equation 6.8 for ¢p, the '
working expression for Equation 7.6 is
owlu, = 1.3((1 + 15 z/-L)=1/* + 1.8 z/-L)'/3, (7.7) e
®
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described by Irwin (1979) as a complex function of time, Lagrangian/Eulerian
time scales, stability, mixing layer depth, relecase height, and friction
velocity.

Table 7.1, Function f{(x) for Indicatea Cownwind Travel
Distances and Stability Conditions,

Downwind Travel Distance From Point of Release
‘x, weters)

Stability 100 200 40¢ 1600 2000 3000
Unstable 0.65 0.87 0.7 0.48 0.37 0.3
Neutral 0.8 0.7 0.65 0.42 0.35 0.3

Stable 0.64 0.51 0.45 n.5f 0.3¢ 0.3

Sigma A measurements required for use with the factors in Table 7.1 should be
obtained from data collected at a rate of onc per second over 10 minutes. For
measurements over times significantly different from 10 minutes, adjustments
are required (see, for example, Cramer et al., 1972).

Attempts to apply similarity arguments to horizontal wind components have
not worked well. Horizontal wind angle data are subject to mesoscale circula-
tions and local terrain influences which imposce trends on the data. Direct
measurements of op are best. Fertunately, oa varies little with height
within the constaat shear stress layer and the required uorizontal wind angle
measurements are readily obtained from nigh guality micrometeorological wind
vanes,

The Gaussian diffusion equaticn describes the vertical growth of a cioud
(07) as a function of the vertical turbuience compcrent. This comporent is
often represented as o, the standard deviation of vertical wind angle fluc-
tuations (frequently obtained from biairecvional vane measurements). Exrari-
ence at DPG with bidirectional vane measurements indicates that these instru-
ments usually operate well when positioned 4 or more meters above the surface,
but sometimes fail to produce representative data under extreme diabatic
conditions.

In addition to direct measurement, it is possible to calculate oe as a
function of stability using similarity theory relationships. Sigma e is

approximated by the ratio of o (the squarc root of the variance in vertical
wind velocity, w'w') to u, as in Equation 7.1.

Ge ¥ 3y,/U (7.1)
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Equatio) 6.6 offers several auvantages as a means of describing stability
in the SBL. First, it does not contain k. The absolute value of von Karman's
constant is not precisely known (see Businger, 1973); accepted values range
from 0.34 t> 0.41. Second, Equation 6.6 contains no high order gradient terms

:‘ such as (aufaz)z in Equation 5.27 for Ri. This is an important consideration
N because the gradient terms are the largest source of uncertainty in Ri
L expressions.

Equation 6.6 requires a specification of a for solution. The term a,

r shown in Equation 6.5 as the ratio Ku/Kp, is identified by Businger et al.

.i (1971) as the ratio of the dimensionless wind shear (Equation 3.11) to the

& dimensionless temperature gradient (4p)

,i v = Kn/Kp = om/én = [(kz/u,)/(3u/32)1/[(kz/8,)/(36/32)] (6.7)

] where 6, is a temperature scale aralogous to u,. Businger et al. (1971)
{ used Project Kansas data (Izumi, 1971) to establish empirical relationships
between ¢p, %p, and z/-L, as represented in Equations 6.8 and 6.9

(1 + 15 z/-1)~t/* (6.8)

:‘ ¢m

0.74(1+ 9 z/-L)"1/2 (6.9)

‘ $h

Based on Equations 6.7, 6.8, and 5.9, a is specified as a function of z/-L by
- the expression

‘i « = 1.35(1 +9 z/-L)Y/%/(1 + 15 z/-L)M/* = o0 (6.10)

With o and - (Equation 3.13) specified as functions of z/-L, a simple conver-
gence schem: can generate rapid computer solutions for z/-L by using wind and
temperature gradient data.

e e e
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7. STABILITY, TURBULENCE, AND DIFFUSION

As stat-1 in the introduction and further described in Section 4, Gaussian

Ui Rune aenl

Aittusian v jaations require specification of cloud growth sigmas. Pasquill
(147r), wi* turther ~laboration by Doran et al. (1978), used field measure-
, ments . ov ity oo oas a tunction of horizontal turbulence components (sap),
1 trave’ stan o« and a distance dependent factor f(x) as in Equation 1.2.
{ Tanot 5 presented in Table 7.1, based on the findings of Pasquill
3 (137 w0 rae et oal. (1978). At distances beyond 1000 m, the neutral case
f fix;, va' s wer taken to be intermediate between the unstable and stable
. valus s, a5, ptotically approaching 0.3 at extended distances. These numbers

represent amplitied estimates of turbuience effects. Function F(x) is
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APPENDIX C. ABBREVIATIONS

AGL - above ground level

CBL - convective boundary layer

DPG - US Army Dugway Proving Ground

NIOSH - National Institute of Occupational Safety and Health
OSHA - Occupational Safety and Health Act

SBL - surface boundary layer

TKE - turbulent kinetic energy
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